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§90.685

(6) Any additional transmitters
placed in operation must not have a
significant environmental effect as de-
fined by §§1.1301 through 1.1319 of this
chapter.

(b) In the event that the authoriza-
tion for a previously authorized co-
channel station within the EA licens-
ee’s spectrum block is terminated or
revoked, the EA licensee’s co-channel
obligations to such station will cease
upon deletion of the facility from the
Commission’s official licensing records,
and the EA licensee then will be able to
construct and operate without regard
to that previous authorization.

[61 FR 6158, 6159, Feb. 16, 1996, as amended at
62 FR 41216, July 31, 1997; 63 FR 68970, Dec. 14,
1998; 69 FR 67852, Nov. 22, 2004]

§90.685 Authorization, construction
and implementation of EA licenses.

(a) EA licenses in the 809-824/854-869
MHz band will be issued for a term not
to exceed ten years. Additionally, EA
licensees generally will be afforded a
renewal expectancy only for those sta-
tions put into service after August 10,
1996.

(b) EA licensees in the 809-824/854-869
MHz band must, within three years of
the grant of their initial license, con-
struct and place into operation a suffi-
cient number of base stations to pro-
vide coverage to at least one-third of
the population of its EA-based service
area. Further, each EA licensee must
provide coverage to at least two-thirds
of the population of the EA-based serv-
ice area within five years of the grant
of their initial license. EA-based li-
censees may, in the alternative, pro-
vide substantial service to their mar-
kets within five years of the grant of
their initial license. Substantial serv-
ice shall be defined as: “*Service which
is sound, favorable, and substantially
above a level of mediocre service.”

(c) Channel use requirement. In addi-
tion to the population coverage re-
quirements described in this section,
we will require EA licensees in Channel
blocks A, B and C in the 816-821/861-866
MHz band to construct 50 percent of
the total channels included in their
spectrum block in at least one location
in their respective EA-based service
area within three years of initial li-
cense grant and to retain such channel
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usage for the remainder of the con-
struction period.

(d) An EA licensee’s failure to meet
the population coverage requirements
of paragraphs (b) and (c) of this sec-
tion, will result in forfeiture of the en-
tire EA license. Forfeiture of the EA li-
cense, however, would not result in the
loss of any constructed facilities au-
thorized to the licensee prior to the
date of the commencement of the auc-
tion for the EA licenses.

(e) EA licensees operating on chan-
nels listed in §90.614(b) and (c) must
implement an Enhanced Specialized
Mobile Radio (ESMR) system—as de-
fined in §90.7—on their EA license and
any associated site-based licenses prior
to the expiration date of the EA Ii-
cense. EA licensees operating on these
channels shall follow the construction
notification procedures set forth in
§1.946(d) of this chapter. Failure to im-
plement an ESMR system on their EA
and site-based licenses before the expi-
ration date of the EA license will re-
sult in termination of the EA license
and any associated site-based licenses
pursuant to §1.946(c) of this chapter.

[62 FR 41216, July 31, 1997, as amended at 69
FR 67852, Nov. 22, 2004; 70 FR 6760, Feb. 8,
2005; 70 FR 76712, Dec. 28, 2005]

§90.687 Special provisions regarding
assignments and transfers of au-
thorizations for incumbent SMR li-
censees in the 809-824/854-869 MHz
band.

An SMR license initially authorized
on any of the channels listed in Tables
4 and 5 of §90.617 may transfer or assign
its channel(s) to another entity subject
to the provisions of §1.948 of this chap-
ter and §90.609(b). If the proposed
transferee or assignee is the EA li-
censee for the spectrum block to which
the channel is allocated, such transfer
or assignment presumptively will be
deemed to be in the public interest.
However, such presumption will be re-
buttable.

[69 FR 67852, Nov. 22, 2004]

§90.689 Field strength limits.

(a) For purposes of implementing
§§90.689 through 90.699, predicted 36 and
40 dBpV/m contours shall be calculated
using Figure 10 of §73.699 of this chap-
ter with a correction factor of —9 dB,

480



Federal Communications Commission

and predicted 18 and 22 dBpV/m con-
tours shall be calculated using Figure
10a of §73.699 of this chapter with a cor-
rection factor of —9 dB.

(b) The predicted or measured field
strength at any location on the border
of the EA-based service area for EA li-
censees must not exceed 40 dBuV/m un-
less all bordering EA licensees agree to
a higher field strength. In the event
that this standard conflicts with the
EA licensee’s obligation to provide co-
channel protection to incumbent li-
censees pursuant to §90.621(b), the re-
quirements of §90.621(b) shall prevail.

[61 FR 6158, 6159, Feb. 16, 1996, as amended at
62 FR 41216, July 31, 1997]

§90.691 Emission mask requirements
for EA-based systems.

(a) Out-of-band emission requirement
shall apply only to the ‘“‘outer’” chan-
nels included in an EA license and to
spectrum adjacent to interior channels
used by incumbent licensees. The emis-
sion limits are as follows:

(1) For any frequency removed from
the EA licensee’s frequency block by
up to and including 37.5 kHz, the power
of any emission shall be attenuated
below the transmitter power (P) in
watts by at least 116 Logio(f/6.1) deci-
bels or 50 + 10 Logio(P) decibels or 80
decibels, whichever is the lesser at-
tenuation, where f is the frequency re-
moved from the center of the outer
channel in the block in kilohertz and
where f is greater than 12.5 kHz.

(2) For any frequency removed from
the EA licensee’s frequency block
greater than 37.5 kHz, the power of any
emission shall be attenuated below the
transmitter power (P) in watts by at
least 43 + 10Log;0(P) decibels or 80 deci-
bels, whichever is the lesser attenu-
ation, where f is the frequency removed
from the center of the outer channel in
the block in kilohertz and where f is
greater than 37.5 kHz.

(b) When an emission outside of the
authorized bandwidth causes harmful
interference, the Commission may, at
its discretion, require greater attenu-
ation than specified in this section.

§90.693 Grandfathering provisions for
incumbent licensees.

(a) General provisions. These provi-
sions apply to ‘“‘incumbent licensees,”

§90.693

all 800 MHz licensees authorized in the
809-821/854-866 MHz band who obtained
licenses or filed applications on or be-
fore December 15, 1995.

(b) Spectrum blocks A through V. An
incumbent licensee’s service area shall
be defined by its originally licensed 40
dBuVv/m field strength contour and its
interference contour shall be defined as
its originally-licensed 22 dBpV/m field
strength contour. The ‘‘originally-li-
censed” contour shall be calculated
using the maximum ERP and the ac-
tual height of the antenna above aver-
age terrain (HAAT) along each radial.
Incumbent licensees are permitted to
add, remove or modify transmitter
sites within their original 22 dBpV/m
field strength contour without prior
notification to the Commission so long
as their original 22 dBpVv/m field
strength contour is not expanded. In-
cumbent licensee protection extends
only to its 40 dBpuV/m signal strength
contour. Pursuant to the minor modi-
fication notification procedures set
forth in 1.947(b), the incumbent Ii-
censee must notify the Commission
within 30 days of any change in tech-
nical parameters for stations that are
authorized under a waiver of
90.621(b)(4), or that are authorized
under 90.621(b)(5).

(c) Special provisions for spectrum
blocks F1 through V. Incumbent licens-
ees that have received the consent of
all affected parties or a certified fre-
quency coordinator to utilize an 18
dBuV/m signal strength interference
contour shall have their service area
defined by their originally-licensed 36
dBuVv/m field strength contour and
their interference contour shall be de-
fined as their originally-licensed 18
dBuVv/m field strength contour. The
“originally-licensed’” contour shall be
calculated using the maximum ERP
and the actual HAAT along each ra-
dial. Incumbent licensees seeking to
utilize an 18 dBuV/m signal strength in-
terference contour shall first seek to
obtain the consent of affected co-chan-
nel incumbents. When the consent of a
co-channel licensee is withheld, an in-
cumbent licensee may submit to any
certified frequency coordinator an en-
gineering study showing that inter-
ference will not occur, together with
proof that the incumbent licensee has
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